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JASPER MK2

DESCRIPTION 
 
Ideal for spot or flood lighting of building façades 
or large-scale architectural structures, JASPER MK2 
features a restyled chassis and hybrid cables to 
provide ease of installation, user-friendliness and 
clean setting-up. Delivering high level performances 
with a reduced power consumption, this stylish 
fixture meets the latest design requirements and 
aesthetical prerequisites demanding for powerful 
and efficient lighting solutions.

MAIN FEATURES 

 – Max. delivered lm output: 21658 lm / 111 lm/W
 – Size: (HxWxD) 495x477x142 mm / 19.5x18.8x5.6”
 – Control system: DMX-RDM, remote wireless data 
 – Ideal for spot or flood lighting of building façades 
or large-scale architectural structures

LED COLOUR CONFIGURATIONS
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JASPER MK2

PERFORMANCE 

 
JASPER MK2 RGBW 
JASPER MK2 DW 
JASPER MK2 W

BEAM ANGLE 
REFERENCE 
 
ULTRA SPOT 
SPOT 
NARROW 
MEDIUM 
WIDE 
EXTRA WIDE 
ULTRA WIDE 
ELLIPTICAL 
ELLIPTICAL WIDE

WATT 

 
195 
195 
195

RGBW 
 
 
4° 
9° 
11° 
23° 
43° 
69° 
125° 
11° x 41° 
22° x 39°

LM/WATT 
 
 
46 
111  
111

MAX LM 
OUTPUT 
 
9029 
21658  
24645

DW/W 
 
 
7° 
12° 
15° 
25° 
47° 
61° 
125° 
14° x 39° 
23° x 37°

MORE INFO

FEATURES OPTIONS

CODES 

AL5400 JASPER MK2

IP66DMX - RDM

IK10

CLASS

18.3 KG

REMOTE
WIRELESS DATA

POLAR ANTI-SALINE

ETL PENDING

LED COLOUR CONFIGURATIONS FINISHES

BLACK
RAL9005

ANTHRACITE
RAL7016

GREY 
RAL9006

WHITE 
RAL9003

RAL ON
REQUEST

 NATURAL 
WHITE 4000K

DW 
2700/6500K

 WARM
WHITE 3000K

RGB+W
3000K

RGB+W
4000K

 WARM
WHITE 2700K
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USA – Florida Hotel & Conference Center, Orlando FL  
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